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1987'den Beri
Since 1987;

1987 yilinda mobil sut sagim
Makineleri uretmek icin kurulan
sirket, gunumuzde sutun sagil-
masindan sogutulmasina, nakil
edilmesinden islenmesine kadar
pek cok alanda ¢cozumler uretmek-
tedir. Ik Damladan Son Damlaya
Kadar Ozen...

~ounded in 1987 to produce mobile
Milking machines, ARMAS compa-
Ny Now offers solutions in many
areas from milking to cooling,
transporting and processing. Care
from the first drop to the last...

.
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Tdrkiye'nin her bdlgesinde aktif varlik gosteren ARMAS,

Ureticinin yeni intiyaclarina cevap verebilme
AR-GE calismalarina dnem vermektedir. Gel
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teknolojlyi yakindan takip ederek uretimi gerceklesen
durunler duzenli olarak gelistirilir.

ARMAS shows active presence in every region of Turkey,
N order to meet the new needs of the dairy farmer,

comipany gives importance to
following the technology closely.

R&D activities and
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ARMAS grounds its marketing activities on the principle
of "a satisfied customer pbrings new customer,
Company also collects and processes the after-use
satisfaction data of all products it sells.

Sektorunun en genis uretim konusuna sahip firmalar-
dan olan ARMAS, Turkiye'de ve dunyada pek cok
orestijlli firma ile 6zel projelerde de faaliyet gosterir.

ARMAS has one of the largest “product variety”
comparing to his rivals in the sector. However
company also joins special projects with many

porestigious comipanys.

Asya, Afrika ve Dogu Avrupa'da yer alan partner firmalar
lle 20'nin Uzerinde ulkeye aktif inracat yapan ARMAS, yeni
pazarlar ve urunler icin yuruttlen arastirma calismalari ile
bu saylyl her gun arttirmaktadir.

ARMAS actively exports to more than 20 countries with its
nartners located in Asia, Africa and Eastern Europe. With
new market reseach activities, this numbpers increases
regularly.

Universiteler ile pek cok konuda aktif isbirligi icinde olan
ARMAS, Uretim konusu alanlarinda personelini lisans Uzeri
egitimler, mesleki yeterlilik kurslarina yonlendirir. Boylece
konusunda uzman personeller her alanda aktit gorev alir.

ARMAS actively cooperates with University's. Also directs

its employee’s to trainings and vocational gualification
courses to improve themselfs. With this principle, experts
personnel’s take active roles in every field.

Turkiye ve dUnyada pek cok fuar ve tanitim organizasyon-
larina katilim gerceklestiren ARMAS, Ulkesini ve sektorunu
gururla temsil etmektedir.

ARMAS regularly attents exhibitions. fair and promotional
organizations with pride to represent its country anc
sector.

Uretim Tesisleri:
Production Facilities;

Turkiye'nin onemli buyuksehirlerin-
den ve tarim & hayvancilik merke-
zlerinden olan Izmir'de yer alan
uretim tesisleri paslanmaz celik
iceren urunlerin uretildigi

alandir. ARMAS teknoloji ve uzman
kadrosu ile verdigi hizmnetten gurur
duymaktadir.

ARMAS production facilities are
ocated in lzmir city which is one of
the major city's in Turkey ana
important center for agriculture.
With technology and expert
personnel, ARMAS takes pride with
the service that it's offering.

$

Endustri Gida Makineleri
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Mobil Sagim Makinelers
Mobile Milking Machines




Mobil Sagim Cozumileri;

Mobile Milking
Solutions;

Armas’in uretimini gerceklestirdigi ilk
urun olma ozelligi tasilyan mobil sut

sagim makineleri bugun 30 vy
tecrube ile dretilmektedir. DU

1k
Nyanin

pek cok ulkesinde Armas mar

KA S|

taslyan mobil sut sagim makineleri

sektorun oncusudur.

Mobile milking machines, which are
the first products manufactured by
Armas, are produced with 30 years of

experience today. Mobile milk

Mmany countries of the world a
nioneers of the sector.

.
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Mmachines bearing Armas brand in
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Ureticinin el degmeden sadim yapmasina olanak
saglayan Armas Mobil SUt Sagim Makinelerinin 40/60
ve 60/60 dlzenli vakum sagdlayan pulsatorleri, sutun
kKopurmesini onleyen tasarimli sagim basliklari
bulunur. Ayrica kullanicinin yapilandirabilecegi
onlarca ek donanim mevcuttur.

Armas Mobile Milking Machines are equipped with
40/60, 60/60 adjustable pulsators, anti-foam
designed milking

oundles. Also there are dozens of configurations that
User can decide to his best interest.

p 3

=

Uretimi gerceklesen tUm mobil sagim makineleri icin
yedek parca temini gerceklestirilir. Kullanicinin kendisinin
rahatlikla servis ve bakimini yapabildigi bu urtnler 10 vyl
ortalama kullanim édmuru sunar.

Spare parts are supplied for all mobile milking machines.
Users can easily makes maintenance themselves. Mobile
Milking machines offers averagely 10 years of product life.

ABMS/2 : Double Milking & Single Bucket Milking

ABMS/1: Single Milking & Single Bucket Milking

AKMS/2 : Ovine & Bovine Milking

Kucuk ve Buyukbas Igin;
For Cow & Sheep-Goat;

Kdcukbas ve buyukbas icin tekli ve iKili
sagim secenekleri ile Armas mobill
sagim makineleri tum sut dretim
ciftliklerinin mobil makine ihtiyacini
karsilar.Kuru veya yagli tip vakum
pompasi, paslanmaz celik veya
aluminyum mamul gugum
secenekleri sunulur.

With single and double milking
options for sheep and cattle, Armas
Mmobile milking machines provides the
Mmobile machinery needs of all dairy
farms. Dry or oil type vacuum pump,
stainless steel or aluminum bucket
options are available.

_

Mobil Sut Sagma Makinesi
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Mobil Sagim Sistemi | /
Mobile Milking Parlour N A

oy o - | | Sabit SUt Sagim Makines;
Kilitarkasi Sag|m Stationary Milking Machine Mobil Sa§|m SiStemi;

Sistem!; | - Mobile Milking Parlour;
Base Pipeline Milking;

Mobil sagim makinesi ve kilitarkasl

Merkezi sagim sisteminin gerekliligi . y . . L. . . ) 5 5 Tel . 3 g sagim sisteminin birlesmesi ile
=4 =49 _ S S Kilitarkasl sagim sistemleri, merkezi sagim sistemine gore >agladig ha-reket'e'-snekygme raghnen, on SUL top]ama Sl ] e '§t
olan ozel inga edilmis alanlar ™ ~ o ve transfer sistemi ile sagilan sUt, el de§meden filitre olugan “mobil sagim sistem!
olmadan yemlik bolgesinde kurulan _d“"?’Uk Olah, yatlrlm maliyetler |_|e Az Say'?"a hayvan sahipl isleminden gecirlir ve sogutma tankina transfer edilir dilenen yerde esnek kullanim
isletmeler icin uygundur. Yemlik bolgesinde yerden |

ozgurlugu ile sagim sisteminin
NiziNl aynl anda sunar. Sagim icin
gerekl|i tum ekipmanlarin Uzerinde
oulunur.

hat ile yaplilan sagim sistemidir.
Sagilan sut el degmeden otomatik
olarak hatlar araciligi ile tanka
aktarilir.

Otomatik yikama sistemi ile sagim sonrasinda sutun
gectigi her nokta yikama isleminden gecirilir.

yuksek bir alanda kurulan hatlar ile sagim yapillir.
3'lu sagimdan 20'li sagima kadar kurulabilir.

N spite of mobility that provides, mobile milking
Sclarlqur trarjgfer the m|“k wt:out any ca:i/r\w/":ars:t after | The *Mobile Milking Parlour” ile
Itering, using its milk transfer system. With automati- formed by the combination of the

cal wasning system, IT creates hyglene N every part mobile milking machine and the

that milk contacts. oarlour milking system.lIt offers
-lexibility of mobile machine anad
fast milking of parlour system. It
nas all the necessary equipment for
Milking.

With low investment costs compared to central milking
system, pipeline milking system is are suitable for small
time dairy farms. Milking is done with installed pipeline
system of vacumm and milk, above the feeding zone.

This system could be used for3 units to 20 units of milking,

Pipeline milking system reguires no
Milking parlour rooms for installa-
tions. Within the feeding area,
Milking lines are installing. Milking
still happens without any outside
contact and directly transfers to
cooling tank.

Minimum 4 basikll sagimdan 10 baslikli sagima kadar
olan modeller mevcuttur. Pndmatik veya elektronik
oulsatorler ile yapilandirilabilir. On sut toplama tanki 60
't. olup, sagim basligl sayisina gore 120 [t.'ye kadar
secenekleri bulunmaktadir.

Yem bolgesinde hayvan trafiginin engellenmemesi icin
boy seviyesi Uzerine monte edilen sistemde sagim
pbasliklari asansorlu raylar ile kolayca asagl ve yukar!
oynatilabilir. Boylece kullanici basliklari zorlanmadan
yerlestirir.

Minimum milking unit 4, maximum is 10. Can be
configured with pnomatic, or electronic pulsators,
Standard milk collection tank is 60 Lt. however it can

e configured up to 120 It. depending on the milking

Nt number. ‘

Sabit sUt sagim makinesi ile uygun bir yere yerlestirilen

Pipelines installed higher to ensure cattle traffic in feeding
zone. In order to reach milking bundles, elevatable rails
used. With this component, user can easyly pull up ana
down the railing to place milking bundle.

.

Otomatik yikama sistemi standart donanim olup, masaj
Ozellikli elektronik pulsatorler, mekanik sut olcer gibi vakum tinitesi ve el ile tasinabilen gigim ve sagim

ozellikler opsiyonel olarak yapilabirilabilir. paslig ile yakin cevre icinde yari-mobil sagim

@ klestirilebilir.
910[)152% CE @ ’ Automatic washing system is standard equipment for geleRiestUleIll

pipeline milking systems. Electronic pulsators with mas- With the =

sage features, mechanical milk meters are optional
10 | www.armastarim.com.tr equipments.

Sut Sagim Sistemleri

ationary vacuum unit placed in a suitable
place and the hand-carried bucket & milking bundle set,
semi-mobile milking can be carried out in a close space

www.armastarim.com.tr | H
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Merkezi Sagim Sistemi; Suru Yonetimli Sistem:
Parlour Milking System; With Herd Managment;

Kalabalik surulerin yonetimi pek cok

N temel merkezi sagim sistemlerin-

den olan pbalikkilcigl modelinde o | | o o farkli parametrenin kontrol altinda
sagmallar sagim cukuruna 35-40 Surl buyuklugune gore tercih edilebilecek hizli ¢ikis tip Merkezi sagim sistemine ek olarak getirilen bilgisayarll tutulmasini gerektirir. SUrd yonetim
derece aci ile yerlestirilerek padoklar, sagimcinin komutu ile dikey olarak acilarak tak|p_program| le sagim, dogum, Kizginlik gipi palgire™ sistemleriile sagim, dogum, kizginhk
sagimcinin yandan basliklari takmasi Ineklerin veya kdcukbaslarin ayni anda cikis yapmas trelerin yaninda, hayvan davranis uyarilari, yem verimlilig, uyarilari, hastalik ve sut verimliligi
saglanir. 2x4'den, 2x30'a kadar saglanir. KicUkbaslarda bu tip padok sistemlerinde farkl | | o takipleri hizli ve hatasiz sekilde
yvapilandirilabilen bu sagim sistemler; yemleme de vapilir. rasyonlara verilen tepkiler ve, gunluk adim sayisi verilerinin yapllirken isletme giderleri azaltilir.
en yaygin kullanilan modeldir. analizleri de raporlanir ve kayit altina alinir. Gerekli durum-

Fast exit type paddocks can be preferred according to the larda uyarilar verilir. The management of crowded herds
One of the most common type size of the herd. This paddock type is vertically opened by ‘equires the control of many different
parlour milking system Is the control of the user which results cows or sheep exit In addition the parlour milking system, herd management parameters. With herd management
herringbone type. Cattle’splaced WIEN the system at the same time, saving time. For sheep and Systerms com DU'Ze"iZ_ed COﬁt"Oth'Sigﬁ D"OViQGS milking, By SeE s followmg S qulL;lng, ;nrth,
AT EVIE SIUde (- auling eany goats feeding is also done in this type of paddock systems. dirth, animal behavior, feed efficiency warnings, ana S Sase VERHTIHIGS, alic B NIRRT
mMounting the milking bundle. Can be tivity is easy, quickly and accurately

analyzes every cow in the herd. Warnings are given in
necessary situations.

configured 2x4 to 2x30 depending while operating costs are reduced.

the herd size.

Otomatik yikama sistemi standart donanim olup, masaj
ozellikli elektronik pulsatorler, dijital veya mekanik sut
Olcerler ve otomatik baslik ¢cikarici gibi ozellikler opsiyonel
olarak yapilabirilabilir.

Automatic washing system is standard equipment for
parlour milking systems. Electronic pulsators with mas-
sage features, digital or mechanical milk meters ana
automatic bundle remover are optional equipments.

\ ’

Sistemin intiyacindan %20 civarinda fazla vakum saglayan

sistem ile otomatik yikama modunda yikama suyu yuksek Dijital sut Olcerden alinan veriler ile her hayvan icin sut . y _ _
debide sistem icinde dolastirilir. verimliligi tablolari olusturulur. Verimliligi dusen hayvanlar Sut Sag|m Sistemler
Iso CE @ icin potansiyel hastalik uyarilari verilir.
9001:2015 Vacuum system that provides approximately 25% more
than the system needs. Washing water is circulated with With digital milk meters, milking information for each
more higher flow rate resulting better and more hygienic cattle is gathered to analyze. Cattles that falling milk yield
12 | www.armastarim.com.tr in automatical cleanning mode. s given potential disease warnings. www.armastarim.com.tr | "8




MAST Serisi - MAST Series

DAST Serisi - DAST Series

YAST Serisi - YAST Series

RAST Serisi - RAST Series

SAST Serisi - SAST Series
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Milk Cooling Tanks
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Sut Sogutma Tanklari
Milk Cooling Tanks

(o3

- Icermeyen dogayla dost yuksek yogun-

luklu poliuratan katmani ile 12 saatte 1-1,5
derece ISl kaybl yasanir.

With CSE-free, environmentally safe,

high dens

Q
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Kolay kullanim ve fonsiyon zenginliklerini
bir arada bulunduran Armas Sut Sogutma
Tankl Kontrol Sistemi hatasiz operasyonlar

SU

ARMAS milk cooling tank cont
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St

ity polyurethane layer, 1-1.5
egrees of heat loss Is experienced in 12

at it

ve guvenll.

Compliance with

ol system
fled usage with varios of
nakes the job easier.

—EN157352 and C

=N 15732 ve CE standartlarini saglayan uretim
Kriterleri ve guvenlik onemleri ile yuksek kalitel

- stanaardas

resulting high gquality and safer use.

Ozel tasarlanan isi degistirici plakalar (Evaporator)
lle sogutma gazi daha verimli dolasir. Birim
Zzamanda daha yuksek 1sI degisimi gerceklesir.
Lazer kaynak ile uretilen evaportaor plakalarin
kullanim omurleri 10 yildir.

The custom desighed heat exchanger plates

Higher heat exchange occurs per unit time.
-vaportaor plates produced with laser welding
Nnave a service life of 10 years.

AlS| 304 veya AlS| 316 Kalite paslanmaz celik ve

(Evaporator) circulate cooling gas more efficiently.

MIiNiMuM sayida birlesme noktasl ve kKusuru-
suz polisaj ile sut hijyenik olarak depolanir.

With AISI 304 or AlS| 316 stainless steel materi-
als and minimum numper of join points
flawlessly polished, milk stores hygienically.
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MAST/0 : 100 Lt.

MAST Serisi / Series;

MAST/2 : 300 Lt. ' Kompakt Tasarim;

Minik, Guclu ve Guvenilir; -
Compact Design;

Mini, Powerful and Reliable;

100 Lt. ve 300 Lt. arasinda 3 farkli modelde Uretilen MAST

Armas, MAST Serisi SUt Sogutma b § _ _ _ Kolay acilan kapaklar ile temizlik zahmetsizce yapllir. KUcUk sut uretim ciftliklerinin yani
Tanklari kigUkbas sut Gretim serisi sut sogutma tanklari boyutlarinin aksine verdikleri Kilitlenebilen tip cikis vanalari kaza ile acilmalari énler. sira i¢ mekanlarda da kullaniimak
tesisleri ve az sayida hayvan sahibi yUksek sogutma performanslari ile 6ne gikmaktadir. Uzeretasarlanan MAST Serisi sogut-
sUt Uretim tesislerine uygun olarak Minimum gaz sarjli ve dusuk guc gereksinimleri ile, MAST Cleaning is done effortlessly with easy openning lid. ma tanklari sessizdir. Kompakt
tasarlanmig, kompakt ve guclu serisi sogutma tanklari oldukga dusuk isletme giderlerine Lockable type discharge valves prevent any incidents. tasarimi sayesinde yer kaplamaz.
donanimlari ile gUven veren bir sahiptir. Pek cok van tipi araba ile nakil

secenektir. edilmeye uygundur.
3 different models are producing between 100 [t. & 300 [t.
as MAST series milk cooling tanks. Comparing to their
mMini design, MAST series offers high performance.

With minimum cooling gase charge and lower demand of
opower, MAST Series milk cooling tanks has minimum

operating expenses.

o Kusursuz paslanmaz celik isciligi ile tum birlesme noktalari

Designed for Sheep-Goat and small
time dairy farms, Armas MAS
Series Milk Cooling Tanks is a
realiable choice with compact and
oowerful equipments.

MAST series milk coolers design to
work indoors as well as small time
dairy farm’'s.Their structure is silent
and their compact design saves
space. Most van type trucks are
suitable to transport them.

.sinif Argon Kaynagi ile uretilir. Daha sonra bu noktalar
polisaj isleminden gecirilerek puruzsuz yuzey elde edilir.

All joints are manutactured with 1. Class Argon Welding
with flawless stainless steel workmanship. Afterwards
these points are polished to obtain a smooth surface.

.

_

MAST/1:200 Lt

Ayarlanabilir ayaklari ve sogutma unitesinin alt kisma

yerlestirilmis olmasi sayesinde bosaltma vanasin altina
ISO ce @ kolaylikla gugum yerlestirilebilir.
9001:2015

With their adjustable legs and general structure, users can
easly place milk buckets in front of the discharge valve.

Sut Soqutma Tanklar

Karistirict kanatlari sutun homojen bir sekilde sogutulmasi
icin tasarlanmis olup, her seviyede esit degerler olusturur.

The agitator blades are designed for homogeneous
cooling of the milk, creating equal values at all levels. www.armastarim.com.tr \ "9
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DAST Serisi / Series;

Uygun Maliyet, Guclu Cozum;
Cost Effective, Powerful
Solution

Armas, DAST Serisi Sut Sogutma
Tanklari alcak ve genis tasarimlari ile
sunduklari genis sogutma yuzeyleri
sayesinde dusuk enerji sarfiyati ile
yuksek performansi bir arada sunar.

Armas DAST Series Milk Cooling
Tanks low & wide design provides
extensive cooling surfaces which
provides effective cooling with low
energy consumption at the same
time.

.
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DAST/3:1.000 Lt.

Ozel tasarlanan dijital kontrol sistemi ile kolay kullanim ve
parametre kontrol cesitliligini bir arada sunan Armas Sut

Sogutma Kontrol Sistemleri ile donatilmis DAST Serisi,
sorunsuz ve uzun omurlu bir secenektir.

DAST series offers easy-usage with user-sellective
parameters with the help of custom made "Armas Cooler
Control System”™ which is error free and long lasting choice.

Standart olarak 2Bll sinifinda Uretimi yapilan DAST serisi
farkli iklim kosullarina uygun olarak 2Al'den 2Cll'e kadar

vapllandirilabilmektedir.

2Bl is the default cooling class for DAST Series, however
for different climate conditions, configurations for 2Al to

2Cl| can be applied .

Uretim asamasinda uzman sertifikali kaynakcilar gorev
alir.

Kullantlan izolasyon malzemesi olan yuksek yogunluklu 141
BHFC Poliurethan ile her turlu iklim kosulunda tam
valitim saglanir. Bagimsiz test kuruluslarinin raporlari
dogrultusunda 36 C ortam sicakliginda 12 saat icerisinde
1,8 C I1s1 kaybl yasanir.

Production process metarialize by expert certified welders.

High density 141 BHFC Polyurethane is used for the
iNnsulation material. This provides full insulation in al

climate conditions. According to the reports of indepen-
dent test institutions, within 12 hours at 36 C ambient

temperature 1.8 C heat loss is experienced.

Verimli Sogutma;
Efficient Cooling;

CE ve EN13732 standartlarinin aktif olarak uygulanmasina

ek olarak kullanici ve urun guvenligini saglamak icin Scroll tip kompresorler ve yuksek

gerekll tum onlemler uygul

All user and machine protective measurements are
applied and CE, EN13732 standards are implemented by

default.

DAST/4 - 1.500 Lt.

500 Lt. ve 2.000 Lt. arasinda 5 farkli modelde uretilen DAST

serisi sut sogutma tanklari
Intiyaclari goz donunde bulu

Considering the expectations of dairy farmers, DAST Series
Milk cooling tanks are producted in 5 different standard

Mmodels between 500 Lt. and 2.000 Lt

~alld debili fanlar ile Uretilen sogutma
gruplari verimli ve etkili sogutma
saglar. Cevre ile duyarli ve uluslar-
arasl standartlara uygun secilen
sogutma gazlari ile gelecek nesiller
icin sureklilik saglanir.

With Scroll type compressors and
Nigh density fans, effective ana
efficient cooling is provided.
Cooling gases are chosen with
environmentally safe and
compliance with international
standards to provide sustainability
for next generations.

DAST/2: 750 Lt.

_

Sut Soqutma Tanklar

DAST/5: 2.000 Lt.

KUCUK ve orta sut ciftliklerinin

narak tasarlanmistir.

www.armastarim.com.tr | 21




YAST Serisi / Series:

En hizh
Fastest

Sogutma;
Cooling;

Armas, YAST Serisi Sogutma Tankla-
ren yuksek performansli sogutma
sistemine sahip modeldir. Toplam ic
yuzey alaninin %69 nu kaplayan

sogutucu
en NIzl 1s

yuzey ile birim zamanda
degisimini saglar.

Armas YAST series milk cooling
tanks offers the fastest cooling

comparing all other models. Cool-
iNg surface consists the %69 of al
iINnside surface. With this, YAST series
orovides fastest heat exhange in

unit time.

4
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< .2

YAST/3 : 3.000 Lt.

Tum sUt sogutma tanklarinda oldugu gibi YAST serisi de
sutun hijyenik bir sekilde depolanmasi icin en uygun
mMateryal olan AlSI 304 veya AlS| 3l16dan dretilir.

Ic yUzeylerinde birlesme noktalari oval sekilde olup kose

bulundurmaz.

As with all milk cooling tanks, YAST series also manufac-
ture from AIlS| 304 or AlS| 316 in order to keep the milk
Nnygienical All inside surface join points are design as
round surfaces to provide healty storage.

KOpurtme ve karistirma paylari dusunulerek dretici hacim
bevanlarindan %10-%20 arasinda fazla depolama yapabi-

lecek kapasitede tasarlanmis olup, minimum calisma
hacimleri %20 seviyesine dusurulmustur. Boylece sut

Uretiminde yasanabilen dalgalanmalara karsi operasyonel
kalinir.

Considering the foam and mixing allowance, YAST series
designed to store %10-%20 more from their given capacity.
Also the minimum operating volume is decreased to %20.
Which in result keeps the tank operational in case of
fluctuations in milk producing.

Karistirict kanatlarinin bagli oldugu saft ici dolu milden
uretililmis olup salinim ve ses yapmaz. Kapaklar Uzerinde

veya karistirict koprustnde gozetleme deligi bulunur.

Mixer shaft is made from mile which prevents any oscilla-
tion and noise. Observation hole is place in either lid's or

the bridge.

YAST/1:2.000 Lt.

Cift Kapakh Tasarim;
Double Lid Design;

Kendiliginden egimli olarak tasarlanan i¢c bolme ile

bc_?galtma sonunda tank icerisinde sifir likit kalir. Kullanim kolayligi ve yiiksek perfor-

SUt kayiplart yaganmaz. mMans icin alcak ve genis tasarlanan
YAST serisi ikili acilir kapaklart ile

With the internal compartment designed as self-in- temizlikte kolaylik saglar. Diger

clined, zero liguid remains in the tank at the end of bUyUk hacimli modeller ile karsilas

discharge. No milk losses occurs. -tinldiginda, tankin tum ic yuzeyleri

Amortisor sistemi ile desteklenen kapaklar kolayca acllip

disaridan erisilebilir.

Low and wide design resulted ease
of use and high performance for
YAST series. Comparing to other
high volume models, user can reach
all inside surfaces. As a result user
can manually make cleaning
effortlessly.

YAST/2 : 2.500 Lt.

.

Kapan

da sogutma Unitesi farkli bir alana tasinabilir.

Theid
result

N areas without suitable ventilation, the cooling unit can
oe moved to a different area.

ir. Uygun havalandirma kosullari olmayan alanlar-

Sut Soqutma Tanklar

s supported by shock absorber system which in
can be opened and closed easily.
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SAST Serisi / Series; Otomatik Yikama:

Drof | Ciftlikl i) CIP yikama topu tank igcerisinde su ve yikama kimyasallari Automatic Washing;
rotesyone Giftl ere Lz¢el icin efektif bir dagitim saglarken, son durulamadan sonra o
For Professional Dairy Farms; 3.000 Lt. ile 10.000 Lt. arasinda 6 farkli modelde Uretilen Kimyasal atik kalmamasini saglar. Armas SAST serisi standart
il ” - : donanimi olan otomatik yikama
A SAST Serisi biviik | Armas SAST serisi sut sogutma tanklari gelismis otomatik | - | | L Yo T 9% Sl
o >l 1S DUYLR Sapl yikama teknolojisi, Wi-Fi baglantisi sayesinde uzaktan CIP Washing gear inside of the tank provides nigh pres- . . >
profesyonel ciftlikler ve sut toplama . . Aictribit f A claain n eals A pbasmasil ile otomatik ve detayli bir
. e : kontrol edilme ve raporlama secenekleri ile profesyone sure aistrioution or water and cleaining cnemicals. After il - - e
merkezleri beklentilerine gore ! st | vhia flival rhses ma clamieal rraese lafe in varlk temizlik islemi gerceklestirmesini
tasarlanmis olup, standart olarak <Kullanicilar igin tasarlanmistir. | saglar. Su, deterjan ve asit alimlarini
otomatik yikama ve dijital sut olcum ] | otomatik yapan bu sistem tank
terazisi donanimlari ile gelirler. Between 3.000 Lt. &10.000 Lt, 6 different models are | icerisinde hijyen saglar.
Manufacturing in Armas SAST series. With their advancead ' '
Armas SAST series of milk cooling automatical washing systems and remote control & reporting Armas SAST series standard auto-
tanks designed for professional dairy via Wi-Fi connection, SAST series are manufactured for matic washing system allows the

orofessional users. user to perform an automatic anad

detailed cleaning process at the
oush of a button. This system
collects water, detergent and acia
itself and provides hygiene in the
tank.

farms and milk collection centers.
Automatic washing system anc
digital milk weigthing systems is
default equipments for this model.

Tankin seri numarasl ve kullanici bilgileri ile erislebilen
uzaktan kontrol sistemi ile tank icersindeki sUt miktari, ISl
degerleri ve cesitli bilgiler uzaktan izlenebilmektedir.
Cerekli durumlarda uzaktan mudahale ve ariza onarimlar
gerceklestirilir.

With tanks serial number and user information, remote
control system allows the user to monitor milk quantity, |
neat information and various other variables. In case of
need remote control system can operates the tank or
performs auto-repairs.

Tank hacim ve modeline gore sogutma uniteleri 2 adet
veya 3 adet, karistiricl sayis! 1 veya 2 adet olabilir.

Depolanan sut miktarina gore ikili sogutma uniteleri sirall
olarak calisir ve durur. Az miktarlardaki sUt sogutmasi icin

Iso ce @ tek motor caligir. Depending on the tank volume and model, the cooling
9001:2015 UNits can be 2 or 3 units and the number o

- Mmixers can be
Depending on the amount of milk stored, the dual or 2 units.
refrigeration units operate sequentially. Single cooling

24 | www.armastarim.com.tr unit operates for lower milk quantities.

Sut Sogutma Tanklar
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RAST Serisi - Series; Her Yerde, Her
L Kosulda;
:rmas m°gf: Sgguf.ma; Everywhere, No
rmas Mobile Cooling; _
. | - | | Bounds;
Romorklu, mobil ARMAS RAST serisi 2.000 Lt. ve 3.000 Lt. Arasinda 3 farkli modelde Uretilen 3|regslse|__sut| miktar az olanl harLzeklelrlm rrek;'_kezlermde -
sUt sogutma tanklari farkli bolgeler- RAST serisi sut sogutma tanklari mobilite ile birlestirir. oL — I |‘51':asyonu olarar Kianiablier sl RAST SerLS' sut sogutma e .
de kullanim icin tasarlanmistir. Kisiye dzel yapilandirilabilir bu Grdnler, stt dlctm serisi, ayni gun |c;|rj_de farkli koyle"re've mer&eglerg bulunE:Iugu yerde elektrk_g_ebekea—
Avarlanabilir rémorku sayesine her sistemninden, mobil stit dispanserine déntistirmeye kadar nizmet vere:b|l|r, gunisqﬁunda sut_gleme tesislerine ne b_agla Nilarak kgllan|lat?_| rveya
tUr cekici, kamyonet ve traktoérler ile farkli secenekler mumkindur nakil yapabilmektedir. Izalasyonu ile yalitim arazi konglarmdaJenerato*s_e_geneg|
cekilebilir. | saglandigindan sogutulan sut yol boyunca soguk e yapilandirlarak kullanilaoilir.
Between 2.000 Lt. and 3.000 Lt. 3 different models are munatfaza edilir. Soylece en |Z?(r||U <ogullarda dant
T seri i | | | | : operasyonel kalinir.
AQ\MSRAS SE1las coolINg tan«s oroduced in RAST series whch combines mobility with £ ?

RAST series, can be used as a mopile milk collection
stations in the centers of households with low individ-
ual milk guantity, Mobility allows RAST to serve multi-
ole centers in single day. With the isolation, the cooled
Milk is kept cold along the way.

with trailer are designed for easy use
iN Multiple areas. With the adjustab-
le trailer, it can be towed by all types
of tractors and trucks.

Milk cooling. RAST series are highly configurable. From
Milk measurement system to turning into mobile milk
dispenser is a option.

RAST Series cooling tanks can be
used by connecting to the electricity
grid or can be used by configuring
with generator option in fiela
conditions. Thus, it remains opera-
tional even under the most
demanding conditions.

Yol kosullarinda toz ve yagmurdan etkilenmemesi icin
sogutma uniteleri paslanmaz celik malzemeden koruma
altindadir. Calisma aninda actlan bu korumalar hava
sirkUlasyonunu etkilemez. IP 66 sinifi elektrik kontrol
sistemi ile guvenlidir.

Sut alim cekmecesi ve aktarma sistemi donanimi ile
<olaylikla ve el degmeden dolum yapillir. Yuksek kapas-
iteli sut aktarma pompasi ile kisa sUre icerisinde sut
depolama tankina transfer edilir.

Cooling units are protected with stainless steel covers to
orevent dust and rain in road conditions. These operating
covers do not affect the air circulation. |IP 66 class electrical
control system provides safety all all times.

Filling is done easily and untouched by milk collection
drawer and transfer system. With high capacity milk
transfer pump, Milk delivers to the storage tank in a

short time. ‘

Otomatik yikama ve CIP yikama secenekleri ile uretilen
RAST serisi sUt sogutma tanklari kullanim sonrasinda
temizlik islerini kolaylastirir.

.

Karayollarinda kullanimi mumkun kilan suspansiyon
sistemi ve sinyalizasyonlari T.C. ve Avrupa Karayollar!
araclari yonetmeliklerine uygundur.

910015;2% ce @ ‘@ To use it highways, suspension and signaling system is

designed according to T.C. and EU read vehicle regula-
tions.

Sut Soqutma Tanklar

RAST series milk cooling tanks equipped with automat-
ic washing and CIP washing system provides the user
with easy cleaning with one button after each usage.
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Her Arac Igin Ozel

Tasarim;

Custom Design for Each

Truck;

Armas, arac uzeri nakil

tanklarl her

arac icin ozel olarak olarak tasarla-
narak uretilir. Farkli marka ve model
araclarin sase uzunluklari ve istiap
hadleri goz onunde bulunarak

yvapllan hesaplamalar i

kKanunlar ve yonetmeli

e yerel
Kler izlenir.

Armas transport tanks are custom
designed and manufactured for
each model and brand of vehicles.

Considering the welgt

N liMits and

measurements, local regulations are

complyed.

.

IS0 (€ <>
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Kullanicinin istegine gore farkli adetlerde bdlmeli silo veya
disaridan tek parca gorunumlu icten polmeli olarak
tasarlanabilen arac Uzeri nakil tanklari silindirik veya eliptik
sekillerde de uretilebilir.

According to the user's request, different numibper of
compartment silo or external one-piece interior
Multi-piece transport tanks can be designed. Also cylindri-
cal or elliptical shape structure can be used.

Projelendirilen hacim ve agirligin dzerindeki degerlere
uygun olarak tasarlanan tasiyici ayak ve saseler ile yol ve
Urun guvenligi maksimum oranda saglanir. Yapilan tum

baglanti ve montaj parcalari hata payl birakmayacak
formdadir.

Carrier legs and main chasis is designed to withstanad
mMmore then expected weigth values. As a result road, ana
oroduct safety is assured. All connection and assembly
Darts is designed to leave no margin of error.

Karayollarinda olusabilecek kazalarda yaralanmalari en aza
iIndirmek icin sase cevresinde bos alanlarda guvenlik
(bisiklet) barlari kullantlir. Gece gorundrlulugu arttirmak
icin ise reflektor seritler kullantlir.

Safety (bicycle) bars are used in empty spaces around the
chassis to minimize injuries to road accidents. Reflector
strips are used to increase night visibility.

' : y&\ﬂ
l"! .m.‘f‘._.;.?q_ ‘_ n"ﬁh . _ ﬁ '

2 - s

Standart olarak sunulan donanimlar; silo baglanti
natlari, yaruyus yollari, CIP yikama sistemi ve tank
nacimine uygun capta menhollerdir. Bunun haricinde
opsiyonel olarak sunulan alim cekmecesi ve numune
alma sistemi bulunur.

Standard egquipment are; silo connection lines, cat-walk
polatfrom, CIP washing system and manhole in diame-
ter suitable for tank volume.

Additionally milk collection drawer and sampling
system is optional.

Standart donanim olan CIP hatti ile silolar icersinde
yuksek kapasiteli yikama basliklari kullanilir.
Yikama basliklari icinden gecen basincli su tank
icersisinde tum alanlara dagilir.

Washing head gears are used in each silo with stan-
dard equipment CIP. (Cleaining-In-Place) Pressurizead
water passing through the washing heads is
distributed to all areas in the tank.

Uretim asamasinda uzman sertifikali kaynakcilar gérev
alir. Paslanmaz celigin yapisina uygun uretim teknikleri
le icinde depolananacak Urun maksimum verimde
tutulur.

Certified expert welders takes part in the production
process. Production technigues are suitable for the
structure of stainless steel which will keep the stored
oroduct safely.

y -mmn
Mi‘i -

n-l""""-:'-i

Kosesiz Tasarim;
Cornerless design;

lc depolama alaninda kése bulun-
durmayan tasarim ile aracin yolda
yarattigl sarsinti sonucu calkalanan
sutun silo uzerinde basinc yarat-
masl azaltilir. Sut bombe ve kivrim-
ar Uzerinden akar, birlesme nokta-
arl daha az basinc gorur.

With a corner-free design in the
internal storage area, the vipbration
of the vehicle resulting agitating
Milk, couses less presure on silo’s,
The milk flows through the curls
and folds, resulting less pressure
values on the join points.

_

Arac Uzeri Ekipmanlar
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Projelendirme;
Project Planning;

T1.C ve Avrupa Karayollarl arag yonet-
meliklerine uygun olarak tasarlanan,
istiap hadleri ve sinirlandirmalara
uygun olarak Uretilen arac uzer
ekipmanlar, musterilerin ruhsat
iIslemlerini tamamlayabilmeleri icin
orojelendirilir ve evraklari ile teslim
edilir.

The equipments are designed in

accordance with the T.C. and Euro-
pean Highways vehicle regulations.
Official papers are organized anc
delivered to the customers in order
to complete the license procedures.

.

IS0 (€ <>
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Kullanicilarin isteklerine gore tasarlanan nakil araclari
cesitli aksesuar ve donanim secenekleri ile yuksek oranda

Kisisellestirebilir. Kul
bUyuklukleri, yUraycC

anilan menhol caplari, giris-cikis hat
s yollari ve daha pek cok donanim

standart ve opsiyonel olarak kullanicilara sunulur.

|zolasyonlu (Cift Cidar) rr
yogunluklu 141 BHFC Po

unda tam izolasyon sag
raporlart dogrultusunda 36 C ortam sicakliginda 12 saat

icerisinde 1,8 C IsI kaybi yasanir.

Nighly customizable.
iNnlet & outlet diamen
more equipments are customizable.

ode

uret

anilr.

Depending on the user's expectations, transport tanks are
Different size and types of menhole's,

lons, cat-walk platforrm and many

lerde kullanilan yuksek
han ile her tarlu iklim kosu-
Bagimsiz test kuruluslarinin

High density 141 BHFC Polyurethane is used in insulated
(Double Wall) models which provides full insulation in all
climatic conditions. According to the reports of indepen-
dent test institutions, within 12 hours at 36 C ambient

temperature 1.8 C heat loss is experienced.

Opsiyonel bir donanim olarak st alim cekmecesi ile tank
icerisinde yer alan sut hizli ve guvenli bir sekilde nakil
aracina pompalanabilir. Zaman kaybl en aza indirgenir.

As an optional ec

uipment, the milk intake drawer can

transport the milk in to silo’'s quickly and safely. Resulting

less time |loss ano

effort.

Kusursuz tasarim ve muhendislik ile tum uretim
asamalari ve aksesuarlar montaj oncesi tasarlanir.
TUcrUbe ve bilginin birlestigi Uretim ve tasarim asama-
larinda ARMAS konusunda uzman personeli ile tum

asamalarda guven verir.

All production stages and accessories are ¢

esighed

before assembly with perfect design and e

ARMAS gives confidence in all stages of production

With its experienced personnel focused on

Ngineering.

the project.

YUruyus platformu uzerinde yer alan korku
en seviyesinden acilip kapatilabilir. Korkulu
seviyeleri uluslararasi standartlara uygun olarak uretilir.

Railings that assembled in cat-walk platfor

dklar merdiv-
< yUkseklik

MSs can pe

raised and lowered from the ladder level. Railing heigths

are designed accordance with international standards.

Tasarim & Uretim;
Design & Manufactur-

ing;

Kullanim amacina gore izolasyonlu
(cift cidarl) veya tek cidarli mod-
eller tasarlanirken, depolanacak
olan urunun dogasina uygun
paslanmaz celik tipleri tercih edir.
Boylece uzun dmurlu durunler
aretilir.

Depending on the usage purpose,
iIsolated or single walled models
are prefered.
Also the stainless steel quality is
choosen depending on the nature
of the stored item which will result
long-usage life products.

_

Arac Uzeri Ekipmanlar
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Likit Depolama Tanklari;
Liquid Storage Tanks;
GCidadan kimyaya, akaryakittan

kozmetige kadar pek cok farkli
sektorde kullantlan likit depolama ve

|
]

_*{;‘ = 5

-

process tanklari k
ine gore yaplland

U |
]

anicinin talepler-
I

Tasima kapasitelerinin gerektirdiginden kalin kullanilan
sac govde ve ayaklar ile glvenli depolama saglanir. Sac
govde kalinliklari Ustten alt kisima dogru kalinlasirken,

oIr

esme noktalari icten ve distan polisaj islemi gorur.

Depolanacak urc
belirlenen paslan

NunN dogasina gore
Maz celik kaliteler:

le uzun omurly U

runler yaratilir.

Polisaj islemi sac formunu ve mukavemetini azaltmay-

acak oranda gercge
Merdiven ve korku

<

U

estirilir.
Kklar is guvenligi normlarinda

Liguid storage and process tanks

belirtilen yukseklik degerlerinde uretilir.

dused in ma
food to che
which conf

Ny different sectors f

rOIm

Mmistry, fuel to cosmetics

igured according to the

Safe storage is providec

legs considering the ca

with thicker stee

body and

Tying capacities.

U

ser's demands. Stainless stee

thic

‘hebody

KNess becomes 1

Nicker from top to bottom, The

qualitys determined according to

joining points are polished -

‘rom inside and outside

stor]

Nng Mmaterial.

however polishing process is carried out at a rate that
does not reduce sheet form and strength.

Stairs and railings are produced at the height values
specified in the occupational safety norms.

Cift cidarli (izolasyonlu) depolama tanklarinin izolasyon

Malzemesi CSF icermeyen 141

=

“CH yC

ksek yogunluklu

ooliurethan o

up, bu bolmede o

usturulan yalitim i

depolanan ur

unun sicakliginin sabit tutul

Masl sag

S,
anir.

.

Tank hacmi, ve iklim kosullarina gore orta
derece araliginda Isl degisimi gerceklesir.

ama olarak 1-2

T
S

ne insulation material of isolateg

torage tanks is CSF-Free 141

= .

(double-walled)

high density poly-

ISO

9001:2015

€ & <>

drethane. With insulation, the tem

Mmaterials is reamains close -

LO CONS

oerature of the stored
tant.

Depending on

the tank volume and climatic conditions, temperature

36 | www.armastarim.com.tr

changes occur in the range of 1-2 degrees in 12 hours

Ozel Uretim;
Custom
Manufacturing;

Kisi ve firmalarin taleplerine gore
tasarlanip uretilen depolama ve
oroces tanklari, talep Uzerine farkili
ooy, cap ve hacimlerde Uretilebilir.
Ozel UrUnler siparis sonrasinda
bilgisayar ortaminda tasarlanarak
onaya sunulur.

Storage and process tanks are
custom designed and manufac-
tured according to the demands of
individuals. All models could
oroduce in different lengths,
diameters and volumes depending
on the expectations.

_

Likit Depolama Tanklari
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Sagliklh Depolama; Tortu Haznesi:
?

Healthy Storage; . .

y 9¢; Sediment reservoir:;
Uygun saklama kosullarinda depo- | .
i el st el slarmak icin ¢ oBal bir somucu olarak dip Kisrin
sebebi ile k|m§/§§a| yagsmda AIS| 304 ve AlS| 316 materyallerden Uretilen zeytinyad Buhar cikisini Saglam'ak iCin ust lelI:nc_ja hg\-/a'l'arjdlrma 5 % Sl - 1P =
yasanacak degisimler ile tadinin i -- : 2 W <anall yapilir. Ayrica yine bu alanda Grun girisi icin a tortl DIrikimi olur. Zeytinyagl

) depolama tanklari gida guvenligine uygun, zeytinyaginin ) , debolarna tanlkdantin alk kieiralarite

bozulmasina sebep olur. TUm rdund ad mon it oo Rkl b edTie sprss ey 1 maay o tasarlanan Ust kapak ile kolay dolum yapillir. = _
birlesme noktari polisajli ve kdse 5 913 J1aQighdep da yer alan tortu haznesinde yer

omurlu bir secimdir.

100 Lt.'den 50.000 Lt'ye kadar tfarkli hacimlerde uretilir. ventilation duct is b.U'lt n the UPPBHpart 1 proviple .
steam output. Feeding entry lid is also designed in this

section which results easy filling.

alan ayri vana ile bu kisim ayrica
pbosaltilabilir.

icermeyen Armas Zeytinyagl depola-
ma tanklari bu dogal urunu en
guvenli sekilde depolar.

Olive oil storage tanks are manufactured from AlSI 304 or As a natural result of storage of

AlS| 316 materials which provides food safety. olive oil, sediment accumulates in
t does not affect the natural taste of olive oil and as a the bottom. This part can be
result it is a long lasting choice. emptied by a separate valve

ration of taste. Armas Olive Oi They are manufactured from 100 Lt. to 50.000 Lt. in ocated at the bottom of sediment
Storage Tanks with cornerless design different volumes. reservoir of the olive oil storage

and polished joins store this natural tanks.
product in the safest way.

Ozel siparis ile farkli boy ve caplarda Uretimi gerceklestir-

llebilen bu drunler, bireysel kullanim icin kU¢cuUk hacimle-

Due to the natural structure of olive
oil when it's not stored under proper
storage conditions, it causes deterio-

rden, profesyonel depolama amacli isitma ozellikli yUksek
tonajlara kadar farkli alanlarda kullanilabilmektedir.

't is possible to manufacture with different measurements
via custom order. From personal usage small volumed
ones to professional heat featured high volume ones,
dozens of different models are manufactured.

) ’

Ayarlanabilir ayaklar ile bozuk zeminlerde tank duz durur.
Tam acilabilir kapaklari ile kullanim sonrasi temizlik

Profesyonel kullanim icin yuksek tonajli depolama _ y
sistemleri Uretim dncesi projelendirilerek tasarlanir. Zeytinyagl Depolama

Iso ce @ islemleri kolayca gerceklestirilir. Kullanicr onayina sunulur.
9001:2015

With adjustable feet, the tank stands flat on rough surfac- High tonnage storage systems for professional usege
_ es. Fully openable doors provide easy cleaning after each are designed before production. After it Is submitted for _
38 ‘ www.armastarim.com.tr usege. user approval. www.armastarim.com.tr ‘ 89
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Sut Hat Filitresi
Milk Proces Line Filter
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Peynir Tasima Arabasil
Cheese Carry Trolley

Sut Pisirme & Pasterizaston Tanki

Sut Pisirme Tanki; R Yogurt Tagima Arabas Sut Isleme

. b i L2 Troll
Batch Pasterizator:; B Araba, Masa ve Raflari;
Milk Process

Sutun islenecegi urune gore

sitilmasi gereken belli bir sicaklik SUt pisirme ve pasterizaston tanklari 200 Lt.aen 2.000 . S ] ) Trolley, Table & Shelves;

derecesi bulunur. Bu amacla L t'ye kadar farkli hacimlerde uretilir. Elektrikli, LPG'li ve kati slenen sut urununun dogasina gore AlSI 304 veya AlSI 316

<ullanilan st pisirme ve yakith olmak Uzere farkli modeller bulunur. Elektrikli malzemeden uretilir. Raf sayilar ve kapasiteleri farklilik Peynir ve yodurt Uretiminde cesitli

pasterizasyon tanklari, 3 katmanl mModellerde kapasiteye gore farkli adetlerde resistanslar gosterebilir. Kullanilan tekerlekler agir hizmet icin olup 2 amaclarla kullanilan tasima araba-

yapisinin orta haznesinde yer alan bulunur. Kontrol panosundan dilenen miktarda resistans veya 4 adet kilitlemeli model kullanilir. Raflar profillere alt lar1, calisma masalari ve

isiticl suyu buharlasarak sutu isitir. aktit hale getirilir. Isitilmak istenen derece kontrol pano- kKisimdan sabitlenir. Kaynak ve birlesme noktalari Ust stok dinlendirme raflari kullanicinin
sundan secilepilir, alaninda bulunmaz. talebi ve kapasitesine gore

Milk has to heat up to a specific olculendirilerek dretilir.

degree depending on the process. Milk batch pasteurisation tanks are produced in different Produced from AISI 304 or AlSI 316 material according to |

-or this need, milk batch pasteriza- volumes from 200 Lt up to 2,000 Lt. There are different the nature of the processed milk product. Shelf numbers Trolleys, work tables and resting

tor tank is used. The heater water in models including electric, LPG and solid fuel. and capacities differ according the user. Shelfs are used for various purposes

the middle chamber of the 3-layer - lectric models have different resistances according to the The casters are heavy duty type and 2 or 4 units are In the cheese and yoghurt process-

structure evaporates and heats the capacity. The desired working resistance unit can be ockable type. Shelves are fixed to the profiles from the IS, Measurgmemtg Zhd C__ig'gng Gl

milk. activated from the control panel. Demanded temperature pottom. Topside stock area is completely flat. DL RS FeCn e c] LTTe

expectation and capacity of the

can be selected from the control panel. e

Sut isleme tesislerinin aktarma hatlarinda kullanilan hat
filitreleri icerisinde yer alan partikul tutucu delikli
suzgecleriile hat icerisinde yer alabilen Kirleri tutar. SUzgec
delikleri 0zel olarak belirlenebilir.

Milk [ine filters are used in transfer lines of milk processing
olants. Using special particulate filters, it holds the dirt |
that can exist in the system. The strainer holes can .
demand custom sizes if needed.

&

Yodurt dinlendirme ve tasima arabalari ferforje sac Sut i$|eme Ekipmanlari

sitilan sttun islenecegi Urune gore farkli tip karistirici
kanat modelleri kullanilir. Kanatlarin donus devir hizi

ISO C€ @ <ontrol panosundan ayarlanabilir. plakadan veya mil cubuklardan uretilmektedir.
9001:2015

Yoghurt rest and transport trolleys are manufactured from
wrought stainless steel plate or shaft rods.

Different types of mixing blade models are used accord-
INg to the product that milk is processing. Rotation speed
of the mixer can be adjust from the control panel.
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Tereyagl Form Makinesi
Butter Forming Machine

Peynir Mayalama Teknesi
Cheese Press Cart

Tereyadl Yaylk Makinesi
Butter Mixer Machine

-!:er.eyag! & Ayran AcIK Tip Tereyadi Yaylk Makinesi P - M |
Uniteleri; Open Type Butter Mixer Machine eynir Mayalama
Butter & Buttermilk Teknesi,
Producing; Cheese Press Cart;
Tereyadi Uretiminde kullanilan yayik ki bolmeli tasarimi ile gerektiginde tek bdlme de Pisirilen sutun mayalanmasi icin
makineleri kapali ve acik tip olmak <Ullanilapilir. SUzgu ve baski preslerin ¢ikartilabilmesi icin <Ulanilan peynir tekneleri, pisirme
Uzere Uretilir. Kapali tiplerde tambur paskl kolu saga ya da sola ¢ekilebilir, veya tamamen tankinin altina yerlestirilebilen

' cikartilabilir. 300 It. ve 1.000 [t. arasinda farkli modeller tekerlekli ve alcak tasarimi, suzme

islemi icin ic Kisimda yer alan suzgu

hiz kontrol ozellikli olup, genis
acllma kapagl ile urun alimi kolaydir. bulunur
Acik tipler 100 kg kapasite ve altiicin

uygun secenektir.

ve baskl presleri ile ARMAS peynir

With double side design, each side could use seperately. To Mayalama tekneleri peynir
remove strainer and press plates, press arms could move Uretiminde yaygin olarak kullanilir.

eft & rigth or remove completely. There are different

Mmodels between 300 Lt. and 1.000 It. ARMAS cheese press carts used for
fermantation of cheese with low

and wide design provides directly
pouring Milk from the pasterizator.

Filters placed in the bottom part
which could be removed.

Churning machines used in butter
oroduction are produced as closed
and open type. Closed type has
drum speed control feature. Wide
opening cover provides easy usage.
Open types are suitable for 100 kg
capacity and pbelow.

ASP/2 : SUt Aktarma Pompasi ._
ASP/2 : Milk Transfer Pump .

&

SUt aktarma pompalari standart modeli 10.000 Lt./ Saat
kapasitelidir. Fakat 50.000 Lt./Saat kapasiteye kadar farkl

modeller bulunur. Tum i¢c aksam parcalari paslanmaz celik
Malzemeden olup, Hortum baglanti rekorlari uzerindedir.

Siit Isleme Ekipmanlari

IS0 (€ <>

The standard model of milk transfer pumyps is 10,000 Lt.
owevet different models are producing up to 50.000

Ayran Proses Tanki

Buttermilk Process Tank _
42 ‘ www.armastarim.com.tr _t./Hour capacity. All internal parts are made of stainless www.armastarim.com.tr ‘ 43
steel and hose connection parts are included.
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Gercek Sogukluk;

The Real Coolness; - Synil Mayalama

Teknesi:

Armas Sut Otomatlari sutun saglikl Cheese Press Ca Ire;

ve hijyenik korunmasi icin iki

sogutma sistemi ile donatiimistir. HizII perakende satis temposuna uygun olarak tasarlanmis Kullanicilarin farkli ihtiyaclarina goére 6zellestirilebilen Pigirilen sutun mayalanmasl i¢in
Sirincil sogutma sistemi sutun pasit, kullanici dostu araylzu ile yarim litre ve tum katlarin- SUtMatikler pek ¢ok farkli donanimi standart ve dzel olarak Kulanilan peynir tekneleri, pigirme
depolandigl paslanmaz celik tanki da hizli ve hatasiz dolum saglanir. Ikili tartim sistemi ile sunar. Jeton veya bozuk para ile ¢alistirma, bardok yazdir- tankinin altina yerlestirilebilen
dogrudan soguturken, ikinc hem dolum yapilan miktar, hem de depolanan miktar ayni ma gibi donanimlar ézel olup, kullanicilarin istedine goére tekerlekli ve alcak tasarimi, suzme
sogutma sistemi genel i¢ bolumu anda géruntulenir. talep edilebilir. islemiicin i¢ Kisimda yer alan suzgu
sogutur. ve paskl presleri ile ARMAS peynir

| | | A simple, user-friendly interface designed to suit the fast Armas Milk Vendors offers many different equipment and mMayalama tekneleri peynir
Armas Milk Vending Machines are retail pace which allows quick and error-free filling. accessorys as standard and optional. EQuipments such as uretiminde yaygin olarak kullanilir.
equipped with dual cooling system. With the dual weighing system, both the filled quantity token operation, barcode printing are optional and can be
The primary cooling system directly and the stored quantity are displayed simultaneously. requested upon the order. ARMAS cheese press carts used for
chills the stainless steel tank where fermantation of cheese with low and

the milk is stored and the secondary

wide design provides directly
cooling system cools the general

pouring milk from the pasterizator.

INnternal section. - Filters placed in the bottom part
_ Sistemn tUm parameteleri otomatik olarak calistirr ve which could be removed.
¢ mekanda galismak uzere tasarlanan Armas Sut Otomat- durdurur. Belirli araliklarla calisan karistirici sistemi ile sUt
ari sessizdir. Kullanim amacina gore gunluk-haftalik ve her daim taze ve homojen saklanir. SUtUn depolanacad
aylik raporlar verebilen kontrol sistemi ayni zamanda Wi-Fi sicaklik degerleri kullanici tarafindan belirlenebilir.

Ile uzaktan erisimle bilgi raporlari saglar.
System automatically starts and stops all parameters.

Designed to work indoors, Armas Milk Vendors are quiet Milk is kept fresh and homogenous at all times with the
The control system provides daily, weekly and monthly mMixer system which works at regular intervals.
reports of pass usages by remote access via Wi-Fi. Jser can determine the heat intervals of milk storage.

.

_

Standart SUtMatik'ler 200 Lt. ve 300 Lt. kapasitede olup, Ozel aktarma sistemi ile yuksek hacimde dolumlar hizli ve

ozel taleplere uygun yeni modeller ve farkli aksesuarlar sutu kopurtmeden gergeklestirilir. Boylece sutun dogal Q0 N :

uretilebirjmekte)i?ir_ g formu korunurken, tam dogru olcude dolum yapillir. Otomatik Sut Dlspanserl
9001:2015 CE : ‘@ Srandard Arrmas Milk Vendore are 200 Lt and 200 Lt With the Speqa transfter ;ystem, high volume f'llimg 1S

capacity. New models and different accessories are performed quickly and without frothing the milk. Thus,

manufacturing on demand. while preserving the natural form of milk, filling is done to

44 | www.armastarim.com.tr
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Kontrol Ekrani \

Control Screen

Otomatik Yikama
Sistemi;
Automatic Washing;

Kontrol Ekrani;
Control Screen;

Dolum, yikama gibi tum fonksiyon-

arin kontrol edildigi dokunmatik Tek tusile calistirilabilen otomatik
<ontrol ekrani bulundugu ortamda Dolum haznesi tum hacimlerdeki standart sise ve yikama 6zelligi, sttin depolandidi ve
Wi-Fi olmasi durumunda uzaktan posetlerin girebilecegi boyutlarda olup, tum yuzeyleri aktarildigl her noktaya ulasarak hijyen
kontrol ve raporlama fonksiyonlari paslanmaz celikten imal edilmektedir. saglar, Otomatik dozajlama pompasi
ile kullanicilarina kolaylik saglar. ekipmanlari ile alkali ve temizlik

ARMAS automatik milk vendors are designed accord- Kimyasallarini kendi alan sistem, tank
Filling, washing and all other iNg to “regulations for selling raw milk” which is also icinde sut olmasi durumunda
parameters are controlled from the compatible with EU food safety regulations. devreye girmez.

touch-screen control panel. With
Wi-Fi connection, it allows remote
control and reporting to

it's users making their job easier.

Automatic washing can be operated
With a single button, it provides
hygiene by reaching every point
where the milk is stored and trans-

DIS govde yalitimli cift katmandan olusan yapisi ile

ARM_AS’m t_em"el prgnsipl_erind_erj olan hizli ve sorunsuz sogutulan sutl soguk olarak korur, sogutma ozelligi sik 'Fe*reg. System r;ec:eiyes alkal'me an_c:l
teLfmk Servis tL_Jm Su_tMaUkler icin lokasyon ayirt etmekden sik devreye girmez. Karistirici diizenli araliklar ile cleaning chemicals tself with dosing
mMusterilerin hizmetindedir. I—I_er_ parcasl k_c_jlayhk_ a | calisarak dolum yapilan sttlerin hep homojen olmasin pumMp equipments,
kullananicilar tarafindan degistirebilen SutMatik'ler acil saglar.
durumlarda hizli yedek parca temini ile tekrar devreye
alinabilir. The external body protects the cooled milk with its
| o | double layer insulated structure and the cooling
Fast and problem-free technical service is one of the main feature is not activated frequently. The mixer works at
prmmple’s of Armas. With the fast ret_a|| sale cc_)nd|t|or‘15 for egular intervals to ensure that the filled milk is always
Milk vendor'’s, each part of the machine is easily remove homogeneous.

and change by the user in unexpected situations.

— 4

.

Cugumle sut dolumu ve el ile temizlik icin i¢c depo silosu
Kapaklari tam acilir formda olup, dolum ve akim isleri

27.04.2017 tarinli "Cig Sutun Arzina Dair” Tebliginde belir-

tilen makinelerin gerekliliklerini tam olarak yerine | eleset T R _
getirmekte olup, sundugdu ek ozellikler ile perakende olaytd SEfGERissU Otomatik Sut Dlspanserl

ISO CE @ SRR Iin] solRglagtune The internal storage silo covers are fully opened for
9001:2015 _ | | | filling and manual cleaning purposes which results eas
ARMAS automatik milk vendors are designed according ﬂair?tanehce il Y

to "regulations for selling raw milk” which is also compati-
46 | www.armastarim.com.tr ple with EU food safety regulations.
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Un Sogutma & Karma; Mobil Yakit Dolum

: . . Tanki;
Flour Cooling & Mixing; Mobil'e Fuel Filling

Akaryakit haricinde dolum yapilabilecek pek cok farkili
drunun (su, yag vs.) kimyasal yapisina gore belirlecek

arl un karisiminin hazirlanmasi icin
ozel olarak tasarlanmis sogutma ve

Sektorun intiyaclarina ozel olarak gelistirilen kontrol

Havaalanlari ve askeri tesislerde

sistemi ile karistirma sogutma ve karma islemleri otomatik _ * iy . .
kgngprr_na é?e“ik” tanklar, guvenilir olarak tek tus ile gerceklestirilir. Kullanici diledigi taktirde farkli kalitede paslanmaz celik ile tam ve guvenli cesitli araclarin servis ve bakim
oir cozumdur. Zaman ayarl sogutma varsayllan parametreleri degistirebilir. Gepolama yapiiic alanlarindaki akaryakit dolumlar
ve karistirma modu ile sektor icin gelistirilen ozel projelerden
taleplerine uygundur. Control system developed specifically for the needs of the Depending on the refill material, (gasoline, water, ol piridir. Farkli alanlardaki ihtiyaclara
sector. It allows automated mixing & cooling process's etc.) determined stainless steel quality will provide safe gdre vapilandirlabilen bu Grtnler
Custom designed for patisserie and with single button. User can adjust default parameters. and long-lasting storage. siparis uzerine uretilmektedir.

Dakery's for fermatation of wheat
flour. Using cooling and mixing
system, tank prepares the mixture of
wheat flour. With pre-determined
cooling & mixing time this product
exceeds expectations.

Design to use in airports and
Military facilitys, these custom
designed projects used to refill
various types of vehicles in service
area's. Can be configured
depending the expectations.

) ’

Ozel tasarlanan karistirici kanat sistemi ile hem yodurma
hem karistirma islemi gerceklestirilir. Sistem yUksek
yogunluklu sivi-kati karisimlarina uygun olarak dizayn

YUksek hassasiyetli dolum ekipmanlart ile hizli, tam ve
guvenli dolum gerceklestirilir. Standart olarak kullanilan 1 :
akis Olcerler ile dolum yapilan miktar goruntulenebilir. Ozel PrOJeIer

ISO c€ @ edilmistir.
9001:2015 ~ast, complete and safe filling is performed with high

Custom desighed mixer blades serves for both mixing and

kneading. All mixer system parts designhed to endure high
48 | www.armastarim.com.tr density liquid-solid mixtures.

orecision filling equipment. With the standard flow
Meters, the filling quantity can be displayed.

www.armastarim.com.tr | 49




Yem Karma Makinesi:
Feed Mixer Vagon;

Sut ciftliklerinin en yuksek masraf
kalemi olan yem ayni zamanda en
uzun mesai gerektiren islem. Yem
Karma ve dagitma makineleri ile bu
Islem kisa surede ve en az zahmetle
gerceklesir.

Feed, which is the highest cost item
of dairy farms, is also the longest
working process. With feed mixer
vagon, this process takes place in a

short time and with minimum effort.

‘

IS0 (€ <>

50 | www.armastarim.com.tr

3 metrekudpden 20 metre kupe kadar farkli hacimlerde
dikey ve yatay tiplerde Uretilen yem karma ve dagitma
Makineleri Ozel tasarlanan guc aktarim uniteleri ile daha
dusUk guclerde traktorler ile calistirilabilir.

Feed mixing vagons are producing from 3 meter cube to
20 meter cube with vertical and horizontal types. It can be
operated with lower power tractors with specially
designed power transmission systems.

ki veya tek tarafli konveyor bant sistemi ile karistirilan
yemler kolayca ve esit olarak dagitilir. Konveyor hizlari
avarlanabilir

Bant ve aktarma sistemindeki parcalar kolayca
degistirilebilir,

Conveyor distributor is used to distribute mixed feed

easily and evenly. Single or double conveyor could be
selected. Conveyor speed is adjustable and all parts in
conveyor system could replaceable.

Hidrolik yukleme kepcesi ile hazirlanacak rasyon icerikleri
Kolayca yuklenir. Kalin taban ve yan duvar yapilsl ile daha
uzun calisma omrune sahiptir.

Hydraulic loading bucket is used to load ration contents to
pe mixed. It has thick base and side wall structure result-
iNg loger product life.

elezonlar Uzerinde yer alan bicak
sayisl ve merkezleri 6zel tasarlanm

arin basim acisi,
s olup, en kisa

sUrede en etkili kirma ve karistirma yapmak icin dizayn

edilmistir.

The compression angle, number and centers of the

‘@
F

blades on the spiral are specially designed for the most
effective breaking and mixing in the shortest time.

Armas yem Kirma makinesi ile arpa, misir, bugday gibi
dane yemler kirilip rasyon yem hazirlanir. Farkli elek
boyutlari ile farkli ebatlarda kirma gerceklesebilir.

With Armas feed crushing machine barley, corn, wheat
grain feeds are crushed to prepare the ration feed. With

different sieve types, different grain sizes could obtain.

Hatasiz Rasyonlar;
Flawless Ration;

Tartim sistemi hafizasina girilen
degerler ile hazirlanacak olan
rasyonun icerikleri hatasiz sekilde
eklenir ve karistirilir. Isil islemnden
gecirilen bicaklar sayesinde kisa
surelerde daha kucuk ebatlarda
parcalama gerceklesir, homojen
rasyon saglanir.

With the values entered in the
weighing system memory the
contents of the ration can preparec
without error. Through heat treatec
blades,smaller sizes of feed shred-
ded in shorter time resulting quick
homogeneous ration.

’

Yem Karma Makinesi
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Yemlik Kafa Kilitleri;
Head Locks;

Tum hayvanlarin esit oranda yemlen-
mesi ile yem duzenini olusturan
yemlik kafa kilitleri, guclendirilmis
baglanti noktalari ve govdesi ile
darpe ve basinca karsi dayaniklidir.
Bireysel Kilitlerine yerlesen sigirlarin
yemlenmesi, asl ve tohumlama-

larinin yapllmasli mumkundur.

Used to managing equal feea
distribition to all cattle's, head locks
are forming the feeding order. Also
each cattle that settled in head locks
are Tit to vaccination and insemina-
tion operations.

.

IS0 (€ <>
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dayanikli formlari ile uzun villar ile kullantlirlar.

Vaterials that used are hot dip galvanized steel anc

not suffers rust. Connections are made with mount

mMany years of product life.

Max. : 600cm

Cok fonksiyonlari yem kilitlerin Gretim malzemesi sicak
daldirma galvaniz olup paslanma yapmaz. Baglantilar
kaynak kullaniimadan aparatlar ile yapilir. Darbelere

does

o
nieces without welding. Impact resistant forms results

T psox3mm  ©34mm

Boynuzlu Hayvan Yemlik Kilidi
Horned Cow Head Locks

Yem Kilitlerinde kullanilan kelepcelerin ici celik dis
yuksek dayanimli plastikten dretilir. Boylece kilitlerin

cikardigl ses miktari azaltiimis olur.

C
©

amps used in feed locks are made of high-strength
astic inside and steel in the outside. This reduces the

amount of sound generated by the locks.

Guven Oncelikli
Tasarim;
Safety First Design;

Cift acilir kilit sistemi dusme durum-
arinda sikisan sigirlarin boyunlarini
kil Kilit sistemi tasarimi ile kurtarir.
Suru daha guvenli yemlenir. Ayarla-
nabilir boyun olcusu ile en buyuk
hayvandan en kugugune kadar tum
suruye uygundur.

With double locking & unlocking
system, any incidents resulting
cattle's suffocation is preventing.
Herd feeds more safely. Adjustable
neck measurement will result
serving the largest to smallest
cattle.

_

Yemlik Kafa Kilitleri
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Yatak Durak Demirleri;
Free Stall Cubicles:

Inekler dinlenmek icin glUvenli ve
rahat alanlara intiyac duyarlar. Yatak
durak demiri sistemleri ile birlikte
<Uullanilan hayvan yataklari ineklerin
intiyac duydugu bireysel dinlenme
alanlari yaratir, gubre yonetimini
Kolaylastirir ve meme
rahatsizliklarint azaltir.

Cattles need safe and comfortable
spaces to rest. Cow mattress and
-ree stall combination systems
orovide these individual spaces. Also
simplifies manure management
system, reduces cow udder
diseases.

‘
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Kullanilan malzemeler c0Ox2,5 kalinlikta sicak daldirma

galvaniz olup paslanma yapmaz. Baglantilar kaynak
kullanilmadan U-Bolt kelepceler ile yapllir. Darbelere

dayanikli formlarr ile uzun villar ile kullantilirlar.

Materials that used are 60x2,5 thickness hot dip galva-
Nnized steel and does not suffers rust. Connections are
mMade with U-Bolt clamps without welding. Impact resis-

tant forms results many years of product life.

Hayvan Yataklari
Animal Ranch Beds (Cow Mattress)

Ernse Demiri (Nape stell)

4253 25mm ﬂlﬂ-
‘ T R

O60ws Smm

afﬂ_f
i“x"]t"
b,

Snyna yolu — Sy yolu
(Scraper way) (Scraper way)

% 7 Beton (Concrete) 1

| 30w B 0cm

L15-23cm D6Omm

Tekli ve ikili Secenekleri;
Single or Double Design;

Tekli ve ikili secenekleri ile farkl
modeller bulunur. Ciftlik yerlesim
planina gore en uygun secenekler
pelirlenerek ahir ici alan yapilandirilir.
Anahtar teslim ciftlik kurulumlarinda
tum ekipmanlar ve yerlesim bilgisayar
ortaminda tasarlanir.

Single and double types of free stalls
are available. According to the farm
layout plan, the most suitable options
are determined. In turnkey farm
iNnstallations, all equipment andad
layout is designed in computer and
supbmitted for approval.

’

Durak Demirleri
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Sigir Tirnak Bakimi,

Daha Serin Ortam;
Cattle Hoof Care;

Cooler Environment;

Saru saghgi ve sut veriminin korun- SUt verimindeki dUsUslerin en

masl Icin duzenli tirnak bakimi | Tekerlekli mobil sistemi ile uygun olan alana rahatca Ciftlik icerisinde ahir ve yarayds yollari gibi pek cok dnemli sebeplerinden biri yiiksek

_clmfmh E't;'§;erHr- Travay astemlen tasinabilir. Sadelestiriimis tasarim ve kullanim asamalari ile farkll yere monte edilebilen fanlar genis alanlarda sicakliklarin sigirlar Gzerinde

lbz (|||;:rlw?gm ;ulgq”g?;ﬁ:ga irgsiyo— dakicl guvenligi ile birlikte sigirin rahat etmesini saglar. serinletme ve kurutma etkisi yaratir. Ozellikle sicak yarattigi stresdir. Ortamdaki hava

el domanirmolamkantar e sk Tirnak bak_w_m gibi asilama tohumlama islemlerinin klimlerde gosterdikleri etki belirgin oranda artar. serinligi ve sirkUlasyonu arttirmaya
yapllmasi icin de uygundur. yardimci olan fan ve vantilatorler ile

verileri alinabilir.

Fans can be installed in many different places such as nayvan refani saglanir

| i, il , stables and walkways within the farm, create cooling o £t " o
mobile system. With its simplified design and usage and drying effect in large areas. Especially in hot ne of the most Important reasons

' * . £ A ' . . : . bk, pe for the decrease in milk yield is the
steps, it provides cattle comfort with caregiver safety. climates, their effect increases significantly. el Y
As much as hooft care, Cattle Crash is appropriate for Stress Caused Dy Nign temperatures

vaccinate and inseminate operations. on cattle. Animal we fare is ensured
oy fans that help to increase the

coolness in ambient air and circula-
tion.

Regular hoof care is an important Can be carried easily to the appropriate area with its

orocess to maintain herd health ana
Milk yield. With Cattle Crash systems,
Noof care can be performed safely
for both cattle and caregiver. With
the optional weigthing system, each
cattle could be weigh out.

Opsiyonel donanim olan dijital hayvan kantari ile her sigir
tek tek tartilip veriler izlenebilir. O,1 Kg hassasiyetli dijital
kantar donanimiile kilo degisimleri, detayli olarak gorulur.

With the optional equipment igital weigth scale, each W
cattle can be weighed individually and the data can be I /{
monitored. Weight changes can be seen in detail by
means of O.1 Kg precision.

. L]

e = — -

et MUK TR i 1 v T v

" ) _

) ’

Dusuk desibelli calisma araliklari ve dusuk enerji tuke-

Sicak daldirma galvaniz kaplama malzemeden uretilmis timleri ile isletme maliyetleri azdir.l0 metreden 25

govde ile uzun villar kullanima uygun tasarlanan travaylar, mMetreye kadar farkli etki alanlarina sahip modeller _

periyodik bakim gerektirmeyen yapidadir. bulunur. Yatay ve dikey tasarimli olarak olarak farkli Travay ve Serinletme Fani
I1ISO c€ @ | | | | | secenekler mevcuttur.
9001:2015 Designed with hot-dip galvanized body and suitable for

ong years, cattle crashes reguire no periodically With low decibel and energy consumption rates, cooling

mMaintenance. fans can pbe effective from 10 meter to 25 meter. Differ-
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Bireysel Tp Suluk
Individual Type Water Trough

Devirmeli Tip Suluk
Tilting Type Water Trough

Donmaz Tip Suluk
Non-Freezing Iype Water Trough

Ciftlik Icin Suluklar;
Water Troughs;

Hayvan Kasima Fircasi;
Cattle Brushes;

_aktasyon donemindeki ortalama bir

PDarazit, toz, camur ve gubre
iInek gunde 120 Lt.'ye kadar su | G 9

<alintilari hayvanlarin uzerine

_tuk§_tebi_!ir. 5 | | De:virme ve alttan bogaltma?sec;eneklerir le kolay Eemizlen— Temas aninda otomatik calisan ve duran kasima yapisarak rahatsizlik verir. Bu

negin tuketecegi suyun serin, temiz ebilen bu UP_SUWM%"_DO Lt.den 500 Lt.ye Kadar 'arkll fircalari kan dolasimi ve sut verimliligini arttiran onemli durumun giderilmemesi surude

almasl ve kolay u_l_a§|lab|l|r_t:_>lmaSI nacimlerde Uretilebilir. Su haznesi paslanmaz celik malze- bir ekipmandir. Kuyruk sikismasini dnleyen, iki yonde stres yaratir, sut verimliliginin

nayvan refanive Sut ver|ml|_|g| meden Uretilmis olup, dilendigi taktirde duvara veya yere de donus yapan modeller sigirlarin kasinma ihtiyacini dusmesine sebep olur. Otomatik ve

acisindan oldukca onemlidir. mMmontaj secenekleri bulunur. Kolay temizlenebilir. giderirken tehlike yaratmaz. sabit hayvan kasima fircalari bu
durumun giderilmesini saglar.

i\gniﬁ;agj c?;v]gglr’lz?géaoﬁcti;f;caer; Tilting water troughs can be produced in di':ferfent Automatic cattle brushes starts and stops with contact | |
" P P volumes from 120 Lt. to 300 Lt. The water tank is made of from the cattle. It provides higher milk yield and better Parasites, dust and mud cling to
ay. - . - i *
e e wertar sodl e lean st sta |n|ess Stiel ﬁnc the prqducf can belmou Nnted on the blood circulation for cattles. Brushes are capable of 1|::h§i catttles and c_austehdﬁcomfcirt.
. , | . wall or on the TIoor as option. zasy o Clean. + - * * * — * + allure to removin 0SE Clegies
easily accessible that the cow will = Y urning pboth sides in case of jamming which results Hreme i the e gausing e
consume, is very important in terms tail-safety. |

Milk yield. Automatic and fixed

| animal brushes helps to remedy
|zolasyon oOzellikli donmaz suluklar icerisindeki suyu -30 this problem.

dereceye kadar donmaya karsl korur. Sicak havalarda asiri
isinmasini 6nler. Icten samandira 6zellikli bu suluklar, cift
toplu olarak 80 Lt,, tek toplu olarak ise 50 Lt. olarak Uretilir.

of animal welfare and milk produc-
tIvIty.

solation featured non-freezing type water trough's can
porotect the stored water from up to -30 degrees. Also
orevents warming it in high temperatures. Has a options
of single ball with 50 Lt. & double ball with 80 Lt. with
iNnternal floats.

3 Lt.ve 4 Lt. hacimlerde uretilen bireysel suluklar dokim
veva sert plastik gibi farkli malzemelerden uretilibilir.
Temizligi kolay olup su tesisatl olan her yere monte edile-

_

.,

Az saylda hayvan sahibi isletmelere uygun sabit kasima
kasima fircalari dusuk yatirim maliyetleri olan bir

bilir. secenektir. Istenilen yere monte edilebilen bu modeller- Suluklar & Kaslma Flrgalarl
I1ISO c€ @ in fircalari rahatca sokulebilir.
90012015 The individual water trough'’s which produced in volumes

of 3 Lt. and 4 Lt. can be manufactured from different ~ixed type brushes which are l[ow cost option is suitable

mMaterials such as cast or hard plastic. They are easy to for small scale dairy farms. Fixed brushes can mount
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Qrmas

Merkezi Sut Sagim Sistemleri (Buyukbas)
Milking Parlours (Cattle)

H2

|

s

Tl 17— 17— 17 1

HI

Olgiiler - Measurements: (mm)

Blylkbas Balikkilcigl Tip Stit Sagim Sistemi — Herringbone Type Parlour Milking System for Cattle’s

8 Unite - Milking ASBE/2x4 6500 2000 (Min.) 1500 (min.) 1700 9500 5400 (Min.)
10 Unite - Milking ASBE/2x5 7550 2000 (Min.) 1500 (min.) 1700 10550 5400 (Min.)

12 Unite - Milking ASBE/2x6 8600 2000 (Min.) 1500 (min.) 1700 11600 5400 (Min.)

14 Unite - Milking ASBE/2x7 9650 2000 (Min.) 1500 (min.) 1700 5400 (Min.)

12650

16 Unite - Milking ASBE/2x8 10700 2000 (Min.) 1500 (min.) 1700 5400 (Min.)

13700

18 Unite - Milking ASBE/2x9 11750 2000 (Min.) 1500 (min.) 1700 5400 (Min.)

14750

20 Unite - Milking ASBE/2x10 12800 2000 (Min.) 1500 (min.) 1700 5400 (Min.)

15800

22 Unite - Milking ASBE/2x11 13850 2000 (Min.) 1500 (min.) 1700 5400 (Min.)

16850

24 Unite - Milking ASBE/2x12 14900 2000 (Min.) 1500 (min.) 1700 5400 (Min.)

17900

26 Unite - Milking ASBE/2x13 15950 2000 (Min.) 1500 (min.) 1700 5400 (Min.)

18950

28 Unite - Milking ASBE/2x14 17000 2000 (Min.) 1500 (min.) 1700 5400 (Min.)

20000

30 Unite - Milking ASBE/2x15 18050 2000 (Min.) 1500 (min.) 1700 5400 (Min.)

21050
32 Unite - Milking ASBE/2x16 19100 2000 (Min.)

1500 (min.) 1700 5400 (Min.)

22100

1700 5400 (Min.)

23150

26300 5400 (Min.)
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Qrmas

Merkezl Sut Sagim Sistemleri (Kucukbas)
Milking Parlours (Sheep & Goat)

NNNNNNNYNNNNNNNN NN

H2

HI

Olgiiler - Measurements: (mm)

Kagukbas Hizli Cikig Tip Sttt Sagim Sistemi — Fast-Exit Type Parlour Milking System for Sheep & Goats

20 Unite — Milking ASKE/2x10 4500 2000 (Min.) 1500 (min.) 3000 7500 8000 (Min)
22 Unite — Milking ASKE/2x11 4850 2000 (Min.) 1500 (min.) 3000 7850 8000 (Min

)
24 Unite — Milking ASKE/2x12 5200 2000 (Min.) 1500 (min.) 3000 38200 8000 (Min)

26 Unite — Milking ASKE/2x13 SRR 2000 (Min.) 1500 (min.) 3000 8550 8000 (Min)

28 Unite — Milking ASKE/2x14 5900 2000 (Min.) 1500 (min.) 3000

8900 8000 (Min)

30 Unite — Milking ASKE/2x15 6250 2000 (Min.) 1500 (min.) 3000 9250 8000 (Min)

32 Unite — Milking ASKE/2x16 6600 2000 (Min.) 1500 (min.) 3000 9600 8000 (Min)

34 Unite — Milking ASKE/2x17 6950 2000 (Min.) 1500 (min.) 3000 9950 8000 (Min)

36 Unite — Milking ASKE/2x18 7300 2000 (Min.) 1500 (min.) 3000 10300 8000 (Min)

38 Unite — Milking ASKE/2x19 7650 2000 (Min.) 1500 (min.) 3000 10650 8000 (Min)

40 Unite — Milking ASKE/2x20 8000 2000 (Min.) 1500 (min.) 3000 11000 8000 (Min)

42 Unite — Milking ASKE/2x21 8350 2000 (Min.) 1500 (min.) 3000 11350 8000 (Min)

44 Unite — Milking ASKE/2x22 8700 2000 (Min.) 1500 (min.) 3000 11700 8000 (Min)

46 Unite — Milking ASKE/2x23 9050 2000 (Min.) 1500 (min.) 3000 12050 8000 (Min)

48 Unite — Milking ASKE/2x24 9400 2000 (Min.) 1500 (min.) 3000 12400 8000 (Min)

50 Unite - Milking ASKE/2x25 9750 2000 (Min.) 1500 (min.) 3000 12750 8000 (Min)
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SUt Sogutma Tanklari - Milk Cooling Tanks Arag Qzeri Sut Nakil Tanklari
SUt Otomati - Milk Vending Machine Milk Transport Trucks

Olgiiler — Measurements: (mm)

" Gonromew | fwscowm | A | & [ ¢ [ m [ wm
Sit Sogutma Tanki — Milk Cooling Tank

[ www o [ e [ [ v [ am
— wow [ wen [ e [ e | [ ww [ oo
T ow [ [ aoe | e [ [ o | sm

570
2600 3350 1397 870 1250 -
Olgiiler - Measurements: (mm)
1450
3.000 Lt. SAST/1 2500 4000 1450 1450 1850 Arac Uzeri Siit Nakil Sistemleri —Milk Transport Trucks

1450 1850 4% 5.0001t. (3 Aksli—3 Axle) ASNT/20 1900 7600 2000 2150 4750
3 x .3000 Lt. (2 Aksli—2 Axle) ASNT/9 1500 4500 1600 2150 3170

2 x7501Lt. (1 Akshi— 1 Axle) ASNT/2 1200 2400 1300 2150 2510

SoNAnE S DRI = N VeRding IMAchines Not: Olgiiler yaklasik olarak bilgi amach verilmis olup, arac marka ve modeline gore degisiklik gosterir.

200 Lt. ASM/1 1080 _ 2380 _ Note: Measurements are given as approximate for information purposes. Exact measurements vary depending on the brand & model of the vehicle.
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2.000 Lt. YAST/1

2.500 Lt. YAST/2 2600 4000 1397 1070

3.000 Lt. YAST/3 4000 1397 1070



